
SHURE WIRELESS
MXCW640
QUICK GUIDE 

1. Install Access Point (AP)
Plug the CAT6 Cable into the socket on the
AP, and then connect it to either a POE
network switch, or alternatively the included
POE box. The AP should now be turned on.

2.AP Location
The AP is supplied with clamps and
brackets, and can be mounted on a tripod
or truss (not included). Direct the face of
the AP towards the intended coverage
area. It should have line of sight to every
microphone.

3. Insert Batteries
Insert the batteries into the back of the
microphones and press the ON button.
The screen should start-up, and the
microphone will connect to the SSID of
the AP.



5. Take Audio Feed
In this standalone mode, you can
take the microphone audio from the
XLR-OUT at the bottom of the AP.
(XLR Not Provided)

4. Insert Microphone Stems
Insert the microphone stems carefully
into the slots. They only go in one way,
and there is a locator pin at the bottom of
the slot. Test the microphone. The mic
should go RED. If it goes green, it may be
in Manual/Request to speak mode.

6. Additional Settings
On the AP front screen, click ‘ENTER’ to access the menu. 

To change amount of microphones live at one time go to
‘MEETING CTRLS > MAX SPEAKERS’
To turn up the microphone loudspeakers go to ‘AUDIO >
LOUDSPEAKER GAIN’
To change XLR Analog OUT gain go to ‘AUDIO > ANALOG
OUT GAIN’
If the microphone button goes green you are in MANUAL
mode. To change it to automatic go to ‘MEETING CTRLS>
SPEAK MODE > AUTO’


